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1. [bookmark: _Toc10629671]V9.2.0 – 05 June 2019
What’s new in this version: 
· Spectra Geospatial Loader setup: Fix wrong folder setup in startup menu: Spectra Geospatial instead of Spectra Precision.
· SPLO-106: “upgrade failed”: Send $PASHS,UPL,MOD,0 before upgrading the receiver.
1. [bookmark: _Toc10629672]V9.1.0 – 23 May 2019
What’s new in this version: 
· Remove of the receiver type test for each registered POPN in the loaders. Now, all known POPNs are available for all Spectra receivers.
· SPLO-104: “There is Spectra Geospatial logo in Trimble loader and Trimble MB loader”.
1. [bookmark: _Toc10629673]V9.0.0 – 13 May 2019
What’s new in this version: 
· SPLO-103: “Support of SP85”
· New brand name ”Spectra Geospatial”:
· New Spectra setup: SpectraGeospatialLoaderSetupV9_0_0.exe.
· New logo.
· New ProgramData folder: C:\ProgramData\Spectra Geospatial\Loader.
· New installation folder: C:\Program Files (x86)\Spectra Geospatial\Spectra Loader.
· New shortcut name: “Spectra Loader”.
1. [bookmark: _Toc10629674]V8.10.0 – 18 April 2019
What’s new in this version: 
· SPLO-102 “Support of POPN for GeoFencing”, improvement:  Apply “Remove Geo-Fence” POPN for all products (previously limited to SP90m). Add Geo-Fence option in “Installed Options” window, when you click on “List Options” button.
1. [bookmark: _Toc10629675]V8.9.0 – 02 April 2019
What’s new in this version: 
· SPLO-101 “Spectra Loader (SP Loader) takes too much time launching and it looks as if the app had not been launched”: With some Win10 PC, it takes some times to get the list of available COM port of the PC. I use now QueryDosDevice() instead of GetDefaultCommConfig().
· SPLO-100 “error 21 during sp80 upgrade/downgrade”: Fix timeout issue (error 21) when reading answer to $PASHS,FIL,WRT (also observed sometimes on MB-II). Fix with FileTransfer.dll v1.5.4 (+ Diagnostic.dll v1.2.3).
· SPLO-99 “Upgrade failed for SP80 from 2.12 to 3.38 using USB cable”: Time transfer improvement with buffer size equal to 32768 was not compatible with SL version 2. So now, if the version is lower than version 3, size of the FIL,WRT packet is 2048. Fix also with FileTransfer.dll v1.5.4 (+ Diagnostic.dll v1.2.3).
· BLZ-589 “ATL files are deleted from internal memory when upgrading with RNG Loader”: All the log files on nand memory was removed. The aim was to remove the previous uploading.log without raising an alarm if the file was not present. Now, I remove only this file and if the command answers NAK, I clear the alarm.
· Add new Trimble signature as the previous one has expired on March 2019.
· To support this new signature InstallShield LE cannot be used anymore. Therefore, Trimble, RNG and MB Loaders setup have been converted into InstallShield 2016.
5. [bookmark: _Toc10629676]V8.8.0 – 01 March 2019
What’s new in this version: 
· Add a patch to authorize upgrade to v3.38 (fix week rollover issue) even if the warranty date has expired (Source code from V8.7.0. A branch has been created. E:\TFS_Views\Spectra\Main-Loader8_7 for exe on my PC and E:\Users\fdieume\TFS_views\Spectra\Loader_8_7 for setup on remote PC. The branch name is Main-Loader7_3-branch on the TFS server).
6. [bookmark: _Toc10629677]V8.7.0 – 13 February 2019
What’s new in this version: 
· Add a patch to authorize upgrade to v3.37 (fix week rollover issue) even if the warranty date has expired.
7. [bookmark: _Toc10629678]V8.6.0 – 19 December 2018
What’s new in this version: 
Only for MB-II. 
· MBII-1055 “Failure result is shown though option is installed »: Fix issue with $PMGMGO that is inserted between $PASHS,RST and $PASHS,ACK.
· Add USB detection at the end of the upgrade to check faster the upgrade completion. It was not applied to MB-II.
8. [bookmark: _Toc10629679]V8.5.0 – 12 December 2018
What’s new in this version:
Improvements:
· Improve the COM port selection: When the USB cable is plugged, the USB COM port number associated is automatically displayed to the user. No need to search the USB COM port number in the list of the combobox.

Bug fixing
· SPLO-94 “[Trimble Loader] Shortcut isn't created on the desktop” (same thing with RNG Loader): Fix shortcut creation issue.
· SPLO-95 “[Trimble Loader] Loader is absent in "All Programs-Trimble" menu”: Same fix than SPLO-94.
· SPLO-96 “Upgrade failed (ALR 139) without appropriate message for customer”: The upgrade failed in the receiver (issue: not enough memory) due to a check in upgrade.sh about the remaining memory that was stricter than the one in the loader.
· MBII-1049 “Trimble MB Loader 8.4.0 doesn't connect to MB-Two”: Issue due to a Trotter change.
· Fix setup issue in Trimble/MB/RNG Loader: Previous versions were not removed in “Program and Features” (uninstall or change a program) (Upgrade code issue).
· Fix issue in the following message depending on the brand of the Loader: “Firmware upgrade support expired on … You are no longer allowed to upgrade. Please contact xxx Support to extend firmware upgrade authorization.” Where xxx is the brand of the loader.
· SPIV-1727: The following message, added in version V8.4, has been improved: 
[image: ]
9. [bookmark: _Toc10629680]V8.4.0 – 18 October 2018
What’s new in this version:
Improvements:
· SPLO-91 “Install Teria sat application”: I extended this improvement to the XDL radio tar file. If the tar file is named “sp60_upgrade_v1.06_xxx.tar” (where xxx is the module name to upgrade, examples, sp60_upgrade_v1.06_teria.tar or sp60_upgrade_v2.04.0003_xdl.tar), I added a new check to verify that the tar file name matches the $PASHQ,VERSION answer after the upgrade.
· Add a workaround to SPIV-1727 “USB connection lost at the end of the upgrade”: At the beginning of the upgrade operation a message appears telling:
[image: ]
If the USB cable is not disconnected from the PC at the beginning of the upgrade you can lost the USB connection during the upgrade. After the upgrade, if you reconnect the USB cable and try to open a communication with the SP80, you may have the following exception “The port 'COMxx' does not exist”. In this case, the only way to recover it is to reboot the SP80.

Bug fixing:
· SPLO-92 “Loader should resume the periodic output after the upgrade”:  I resumed the output at the end of each action: Upgrade, Option and Warranty.
10. [bookmark: _Toc10629681]V8.3.0 – 2 August 2018
What’s new in this version:
· Improve the transfer time to upload the tar file in the internal memory. Increase the packet size from 2048 to 32768 bytes (Change in Transfer.dll v1.5. Diagnostic.dll v1.2.2). An improvement on SL side (from S84v09: Blocking read on FileWrite) will also decrease this transfer time.  Example of measurement with mps865_upgrade_v3.80.15.tar file (38 041 600 bytes):
· Before changes: 235s
· After changes: 94s
· Improve the reliability: In case of the error “Fail to copy tar file (error8)…” (Bad file position error), I request again the same packet (Change in Transfer.dll). This issue was more often observed on SP80.
11. [bookmark: _Toc10629682]V8.2.0 – 3 July 2018
What’s new in this version:
· SPLO-90 “Support of R4s LE”.
· GZLY-1684 “downgrade issue with TIM and MPS865”: The timeout to wait the end of the upgrade or downgrade was too short in case of MPS865 with MSK board inside.
12. [bookmark: _Toc10629683]V8.1.0 – 29 May 2018
What’s new in this version:
· Fix incorrect expiration date programmed in the receiver in Manufacturing (Observed in MB2 boards with the following date: 29 February 2017). The incorrect expiration date in the receiver is reinitialized with the one in MTP.  If there is no expiration date in MTP, the day of the expiration date is modified as follow: day is set to 1. Month and year are kept. 
· Since the configuration is saved after an upgrade, I send $PASHS,OUT,OFF instead of $PASHS,OUT,ALL,OFF to suspend the current output before running a detection (instead to stopping them. GZLY-1654 ”Stingray loses NMEA outputs on Serial A and B ports when a FW update).
· To fix Simon’s issue observed with TIM on the USB port, I identify with $PASHQ,PRT the port of the receiver where the PC is connected before starting the detection of the receiver.
· Get the COM port letter of the receiver where the PC is connected. This detection supports some output on this port.
· Suspend the output on this port and then run the detection as before.
· After the end of the upgrade, re-suspend the output before requesting alarms and uploading log file.
· SPLO-76 “Failure when sending option @1 while Geofencing error (114,0)”: Improve the warning message: add “restart the receiver” in the message.
· SPLO-88 “FW Date is in Russian”: Add CultureInvariant.
· SPLO-89 “New picture for MPS865”.
· Add TrimbleMBLoaderSetup.exe, as the one in version 4.1.0 to avoid installing a new Loader for the client who already installed a previous MB Loader version.
13. [bookmark: _Toc10629684]V8.0.0 – 16 February 2018
What’s new in this version:
· Create new setups to support new and previous products:
· Spectra Precision setup (SpectraPrecisionLoaderSetupV8_0_0.exe). This setup supports SP80, SP60 and SP90m.
· Trimble setup (TrimbleLoaderSetupV8_0_0.exe). This setup supports MB, R4s, SPS785 and MPS865: SPLO-81, SPLO-82, SPLO-84, SPLO-85.
· RNG setup (RNGLoaderSetupV8_0_0.exe). This setup supports S-Max Geo and FAZA2: SPLO-83.
· SpectraPrecisionLoaderSetupV8_0_0.exe (msi) is signed (Move from InstallShield 2010 to 2016). This setup was unsigned since version V6.2.1 of SP Loader.
· Increase the upgrade timeout for MPS865.
· Fix SPLO-79: “$PASHS,BKL,0 shouldn't be sent for SP60 / S-Max GEO/ R4s/SPS785”
14. [bookmark: _Toc10629685]V7.1.0 – 05 July 2017
What’s new in this version:
· SPLO-77: “Update R4s picture in R4s Loader”.
· SPLO-75: “Sort COM ports by ascending order”
· SPLO-76: “Failure when sending option @1 while Geofencing error (114,0)”.
· If I read  the “REGION RESTRICTED” message during the detection phase of the receiver (Case: a Geofence option with satellites reception. Ex: Geofence China with satellites reception in Carquefou), a message box is displayed telling:
“Be careful, you are in a restricted area!
Please, disconnect the GNSS antenna or block satellites reception, in one way or another. 
Then restart the Loader program”.
· If I read  the “REGION RESTRICTED” message during “Remove Geofence POPN” phase, I wait one more minute for the process to complete (no “REGION RESTRICTED” message anymore on port, before going to the next step)
· GZLY-544: “Lost USB Port”. Increase the time to wait for the end of the upgrade
· In the same time, by USB, improve the detection of the end of the upgrade for SP90m and SP60 family only. Now, the end is “adjusted”, as soon as I can, with the beep of the receiver. Based on the fact that:
· At step 3/5, USB is available.
· At step 5/5, (reboot of the receiver) USB is not available
· Then at starting up of the receiver, USB is available
· Send $PASHS,BKL,0 before upgrading, to wake up the OLED, and go back to the default value at the end of the upgrade
· SpectraPrecisionLoaderSetupV7_1_0.exe is unsigned, see V6.2.1
15. [bookmark: _Toc10629686]V7.0.0 – 23 June 2017
What’s new in this version:
· SPLO-72: “Support of R4s”
· SPLO-73: “New software name and brand”
· New receiver name: R4s
· New firmware  name (r4s_upgrade...tar)
· New part number: warranty date update
· New R4s loader: 
· Named: R4s Loader
· Brand: Trimble
· SPLO-71: “New option for dithered RTK 7-7CM” [d]
· SPLO-74: “Flag the USB Serial Port in the Com Port List”: I added three types of icon for serial, Bluetooth and USB.
· Improve messages in warranty form (between current, new expiration date and status textbox)
· No R4s image for this version
· SpectraPrecisionLoaderSetupV7_0_0.exe is unsigned, see V6.2.1
16. [bookmark: _Toc10629687]V6.2.1 – 24 May 2017
What’s new in this version:
· SPLO-70: POPN support for SP90m. Add 3 new POPNs:
· Remove Geo-Fence
· Fast Output Upgrade Option
· Embedded NTRIP Caster Option
· Check at the end if POPN option(s) is correctly program or not, as it was done for option key code.
· Take into account Geofence option with POPN “Remove Geo-Fence”
· Due to a build issue when signing the Installer Software Package (.msi) with InstallShield 2010, I remove this option temporarily to be able to generate a new setup for test purpose. This is why this version is named 6.2.1. Therefore, this version is not signed Trimble for SpectraPrecisionLoaderSetupV6_2_1.exe.
17. [bookmark: _Toc10629688]V6.2.0 – 05 May 2017
What’s new in this version:
· SPLO-62: Add the picture of Grizzly in SP Loader
· SPLO-68: Incorrect detection of the already installed option E
· SPLO-69: SW doesn't recognize option c(CASTER) code
18. [bookmark: _Toc10629689]V6.1.0 – 05 April 2017
What’s new in this version:
· Improve the case where the receiver is in Betabomb + Memory full.
· Anyway, use FIL commands to get the state and erase the internal memory.
· If these commands are nacked and Betabomb is ongoing, warn the user to use another way to upgrade its unit (SD-Card or USB). In previous firmware version FIL commands were forbidden in case of Betabomb.
· Increase Grizzly timeout to support a longer upgrade time when PMU needs to be upgraded.
· SPLO-63 “Update the Grizzly warranty date from My Trimble Protected”: SP90m part number is 112436 in My Trimble Protected.
· SPLO-64 “Control of remaining free memory should be adjusted before allowing tar copy”: Fix upgrade issue when remaining size in nand is not enough to decompress the tar file: Increase the coefficient to process the tar file size after decompression (tar file size * 2.5).
· SPLO-66 “Unable to connect to Grizzly”: Add a patch to fix SL issue when expiration date in $PASHQ,RID is a wrong date. Ex: 31/06/2017.
19. [bookmark: _Toc10629690]V6.0.0 – 04 January 2017
What’s new in this version:
· SPLO-61: “Support of Grizzly”
· receiver name: SP90m
· firmware upgrade (sp90m_upgrade...tar)
· Add Grizzly options
· warranty date update: No part number defined yet , so this functionality doesn’t work
· You must have at least the version v3.50.4 in your receiver to be able to use SP Loader V6.0.0.
· SPLO-60: “Failure message when loading RTX exception option over another one”.  It was effectively a timeout issue on the answer of $PASHS,OPTION. But to reproduce it, a satellite acquisition was mandatory.
20. [bookmark: _Toc10629691]V5.5.0 – 05 December 2016
What’s new in this version:
· SPLO-58: “The RTX options are not accepted”. Include Laurent’s modifications (4 and 15 years)
21. [bookmark: _Toc10629692]V5.4.0 – 19 October 2016
What’s new in this version:
· SPLO-57: “SP Loader does not read the correct expiration date”->Loader reads all the available WarrantyQueryResponse (standard/extended) from the web service and get the best warranty end date.
· FNC-149 “Customer purchased Extended warranty but is not able to enter new code”-> I added the W0 option in the option management form.
· For Warranty and Option, and during the detection of the receiver, I added a warning under Cancel button to indicate that if we press Cancel, we access directly the non-connected mode.
22. [bookmark: _Toc10629693]V5.3.0 – 06 October 2016
What’s new in this version:
· SPLO-55: Fail to upgrade a SP60: impossible to get the file size -> I modified the generic reading function to better read until data are available.
· Same issue as above, reports by Dan Colvin (Request upgrade failed)
· SPLO-56: Different type of writing S-Max GEO
· FNC-124: Add “connected mode” on “Warranty” button in addition to “unconnected mode” as it was done for “Option” button. When you press this button:
· If a receiver is detected, you enter in a “connected mode”. Based on the receiver identification, Trimble protected is queried. If an expiration date is available and the most up to date, user can update it in his receiver by pressing the “Update” button.
· If a receiver is not detected or the user cancelled the detection, you enter in an “unconnected mode”. User must select a product and enter a serial number. Then, he can queried Trimble protected by pressing “Compute” button. If an expiration date is available, an option command is computed and an option file is created as it was done in the previous version.
· During detection, if we detect Anti-Theft or/and Lock Mode, a new window proposes to the user to unlock his receiver (by entering his password). Then he can continue to communicate with it.
23. [bookmark: _Toc10629694]V5.2.0 – 14 September 2016
What’s new in this version:
· SP Loader requests the tar file size after the transfer and checks that it is the same as the size on the PC. If not, the upgrade is cancelled and we propose to the user to run a new upgrade (linked to BLZ-321).
24. [bookmark: _Toc10629695]V5.1.0 – 05 September 2016
What’s new in this version:
· SPLO-51: Support Wet/Dry map exception. The loader supports  the following 3 options:
· E1: Coast-line relaxation
E2: North of 70 Degrees, South of 56 Degrees
E3: Map is off
· And also the following combined options:
CE1 C+E1
CE2 C+E2
CE3 C+E3
PE1 P+E1
PE2 P+E2
PE3 P+E3
4E1 4+E1
4E2 4+E2
4E3 4+E3
9E1 9+E1
9E2 9+E2
9E3 9+E3
25. [bookmark: _Toc10629696]V5.0.0 – 02 August 2016
What’s new in this version:
· Implement the new secure access to MTP (My Trimble Protected) to get the warranty end date. All the previous version of SP Loader fail to access MTP because the previous way to access MTP is broken.
· SPLO-53: The SP Loader must support the new S-Max GEO product
· The id in RID response is SMAX
· The tar file should start with smaxgeo_upgrade
· The new receiver name must be displayed in the software
· Part number of the package is 101861 and not 104234 as SP60
26. [bookmark: _Toc10629697]V4.8.0 – 13 July 2016
What’s new in this version:
· Allow upgrade when a RID answer of a receiver doesn’t have anymore a version number (it is a result of BLZ-321: Fail to upgrade from 3.10.22 to 3.10).
· Solution: authorize and warn the user when version number is not present in the RID.
· Sometimes upgrade failed at the end on some computers and SP60 unit due to some timing issues from 2.15 to 3.10 => increase some delays.
· $PASHQ,ALR answer failed when upgrade was completed
· $PASHQ,RID answer failed when upgrade was completed
27. [bookmark: _Toc10629698]V4.7.0 – 08 June 2016
What’s new in this version:
· SPLO-46: Window cosmetic issue (Fix issue in option status form when changing resolution of the display (ex: Medium 125%)
· Take into account two new POPN for SP60:
· Option 7/2
· Option RTK
· Fix keyboarding option issues in the “without connection” mode (erase/update previous detected settings)
· Improve Pandora security (Set user agent) (cf S. Vielliard). Mandatory to support the next Pandora security changes. 
28. [bookmark: _Toc10629699]V4.6.0 – 30 May 2016
What’s new in this version:
· SPLO-47: New options to support
· [3] 30-30CM / Dithered RTK 30/30: 30cm Horizontal Precision, 30cm Vertical Precision.
· [7] 7-2CM / Dithered RTK 7/2: 7cm Horizontal Precision, 2cm Vertical Precision.
· [1] RTXRAM / Allows RTX RAM
· [4] VPRTX / Allows ViewPoint RTX
· [9] FPRTX / Allows FieldPoint RTX.
29. [bookmark: _Toc10629700]V4.5.0 – 03 February 2016
What’s new in this version:
· Due to the latest changes in V4.4.0 some Bluetooth ports was not recognized on some PC.
30. [bookmark: _Toc10629701]V4.4.0 – 02 February 2016
What’s new in this version:
· Change the way to find the available port COM on PC: SP Loader could take too much time to appear on screen (Ken Fortune/Stephane issue) because the way to find all the port COM available (ManagementObjectSearcher) was too long on some PC.
31. [bookmark: _Toc10629702]V4.3.0 – 28 January 2016
What’s new in this version:
· SPLO-39: MB-Two part number 106960 instead of 104946.
· SPLO-40: The wrong 3.00.18 tar file has been lost so I cannot reproduce the issue. However, I added some source code to catch the exception mentioned in the issue to deal with.
· SPLO-43: It was decided to change the name of the log file to fix this issue. I remove SN or COM number in the name. The new name is LoaderyyyyMMddHHmmssfff.log
· SPLO-44:  Upgrade from V1.5 will be forbidden by a warning message like it was done with V1.3. It was decided that SP Loader doesn’t support SP80 1.3/1.5
· Add detection in case of Beta-Bomb to know if the current firmware version can be upgraded with the loader (Fix in BLZ-203 version 3.00.10). Otherwise, tell to the user to upgrade by SD-Card or USB.

	SPLO-39
	PartNumber issue probably in MB2-loader

	SPLO-40
	Crash when upgrading MB-One v3.00.18

	SPLO-43
	Log from SP60 device inserted into SP80's log

	SPLO-44
	SP80 upgrade from 1.5 to 2.12 fails


32. [bookmark: _Toc10629703]V4.2.0 – 19 October 2015
What’s new in this version:
SPLO-35: The combobox to select the option name was removed except when we want to delete/remove an option (option key 0000000000000).
	SPLO-33
	Naming issue for MB-Two

	SPLO-35
	No needs to ask for the option letter under the option button.

	SPLO-36
	Fail to upgrade SP60 from V2.13


33. [bookmark: _Toc10629704]V4.1.0 – 01 October 2015
What’s new in this version:
· SPLO-30/ BLZ-203: This issue will be completely fixed with receiver version > 3.00.9
· SPLO-31: The changes
· Trimble logo instead of Ashtech logo
· The program is installed in Trimble program folder instead of Ashtech
· The program can be launched with the menu “Start -> All Programs -> Trimble > MB Loader” 
· Path for Firmware location saved in the registry will be saved in sub key  Software\\Trimble\\MBLoader instead of Software\\Ashtech\\Loader 
· Application name MB Loader instead of Ashtech Loader
· Log file path \\Trimble\\MBLoader instead of \\Ashtech\\Loader
· SPLO-32:
· SP Loader checks the coherence between the password and selection option before sending $PASHS,OPTION to the receiver. From the option key entered by the user, I check that the corresponding option code goes with the option selected. If no, a message is displayed.
· Now it is possible to modify an existing option
· Now we can delete an option by entering the following option key 0000000000000 (13 zeros: press 0 until Update button is enabled)

· For SP60, increase timing to upgrade from V2.11 to 3.00.

	SPLO-30
	The loader must be able to upload a receiver when the beta bomb is active

	BLZ-203
	SPLO-30 can't be fixed:Some commands used by SP-Loader are not authorized when beta bomb is active.

	SPLO-31
	Ashtech Loader must be rebranded into Trimble

	FNC-16/SPLO-32
	It should be possible to update or remove a valid option


34. [bookmark: _Toc10629705]V4.0.0 – 16 September 2015
What’s new in this version:
· Support of MB-Two (SPLO-28)
· Several ComonLoader.exe can be run in the same time (SPLO-22). What are the changes:
· During the execution, the log file is named LoaderyyyyMMddHHmmssfff.log
· When the exe is closed before the detection is completed with success, the log file is named COMx_Loader.log where x is the COM number where the detection was done or not.
· When the exe is closed after the detection is completed with success, the log file is named SNxxxxxxxxxx_Loader.log where xxxxxxxxxx is the serial number of the detected receiver
· Uploading.log file name is renamed as following: SNxxxxxxxxxx_uploading.log
· The log file  for Diagnostics.dll used with FileTransfer.dll are saved in C:\Users\fdieume\AppData\Roaming\Spectra Precision\SNxxxxxxxxxx_Loader where xxxxxxxxxx is the serial number of the detected receiver
· With these changes, the historic of the log file for one receiver is concatenated in the same file and not lost.
· [bookmark: OLE_LINK1][bookmark: OLE_LINK2]Add “1” option: CenterPoint RTX RAM

	SPLO-21
	Message not adequat when validity period over

	SPLO-22
	Running several upgrades at the same time

	SPLO-28
	Add the support of MB-Two

	SPLO-29
	Add the option [S] for MB-Two


35. [bookmark: _Toc10629706]V3.2.0 – 08 July 2015
What’s new in this version:
	SPLO-23
	Installation of V3.1.0 does not remove the previous installed version

	SPLO-24
	SpLoader issue with version 2.11.4


36. [bookmark: _Toc10629707]V3.1.0 – 24 June 2015
What’s new in this version:
· Take into account the latest POPN and part numbers:
	Part Number
	Description
	Option Id

	105759-01   
	SP60 GNSS Option
	350

	105759-02   
	SP60 L2 Option
	351

	105759-03   
	SP60 GNSS+L2 Option
	352




	SPLO-18
	Option list may contain several times the same options

	SPLO-19
	Some options should not be visible in Loader


37. [bookmark: _Toc10629708]V3.0.0 – 18 June 2015
What’s new in this version:
· Add options management (SPLO-14):
· Add POPN management (Proof Of Purchase Number) coming from PANDORA
· Add a way to enter password option and select the option name
· Options generated are saved into a file named SNserialNumber_Options.txt. When option management is completed (with success), a “Browse” button is available.
· Options management can be executed in 2 modes, connected with the receiver or not. In the latest case, the user needs to enter the serial number and selects the product type then the option command(s) processed is( are) not sent to the receiver but only saved into the option file.
· The “Com Port Selection” form is now not closed when “Upgrade” or “Option” action is completed. Only “Exit” closes the form. It allows the user to do several actions without closing the application.
· Warn the user if at least one space character is in the tar file name.
· SPLO-9/13: To get the warranty date from Trimble protected, now only the serial number is sent. If there are one or several answers, the loader select the answer which matches the following part number:
SP80: 94334-xx
SP60: 104234-xx
MB-One: 97768
The UI “Compute Expiration Date Command” has been modified (“Warranty” button) to replace the field part number by a combobox to select the product type (Only MB-One for Ashtech loader, and SP60/SP80 for Spectra Precision loader).
· ProMark700/MM300 upgrade was broken. $PASH commands (ex FIL,DEL,*.tar) was sent to these products
· SPLO-15: Since SPIV-1008 is fixed, RS232 selection was removed.
· Spectra Loader setup is now based on InstallShield 2010 instead of InstallShield LE. No change for Ashtech Loader setup. In setup V2.0.0, I fixed SPLO-11 but due to an issue in InstallShield LE, the new version 3.0.0 was not installed correctly above 2.0.0.


	SPLO-9
	Part Number to compute Expiration date command is not the one of the sticker on the receiver

	SPLO-13
	Warranty date and part number

	SPLO-14
	Program options with POPN

	SPLO-15
	SP80 : changing cable during the upgrade is not acceptable


38. [bookmark: _Toc10629709]V2.0.0 – 10 April 2015
What’s new in this version:
· Due to SPLO-10, the loader now checks the memory size available on internal memory to copy the tar file and proposes to the user to erase all the content, if he presses OK.
· Due to SPLO-11, the version number of the loader has jumped from 0.3.0 to 2.0.0, to be able to uninstall automatically the latest Spectra Precision Loader (for Promark700 and MM300: 1.3.0 to 1.3.4).
· Add log file information to trace Trimble Protected connection.
· For SP60, add support of $PASHQ,PWR (not fully implemented in SL v2.00.51)

	SPLO-10
	The loader deletes all files of the receiver

	SPLO-11
	compatibility with SPloader 1.3.2

	SPLO-12
	Ashtech Loader v0.3.0 cannot upgrade MB-One v1.1 to the latest fw


39. [bookmark: _Toc10629710]V0.3.0 – 19 March 2015
What’s new in this version:
· Add timeout for Bluetooth connection

	SPLO-6
	Improve the message about the switch from USB to Serial cable

	SPLO-8
	the com Port used by sploader is not released for others appli if the upgrade is stopped by the user.


40. [bookmark: _Toc10629711]V0.2.0 – 03 March 2015
What’s new in this version:
· The loader now checks if the receiver is locked by Anti-Theft, Validity Period or Lock Mode. It fixes a part of the issue SPLO-4 (“SP80 upgrade through USB”),  #2. The first part of this issue, #1, is not fixed due to an issue in SP80 OS: SPIV-1008
· The upgrade file path is saved in registry. It takes into account the brand and the receiver type (SPLO-5)
· Take into account the serial upgrade issue with SP80 version 1.3. Add a warning.
· New SP60 picture.

	SPLO-1
	The date of version is not correct

	SPLO-2
	SP loader issue

	SPLO-4
	SP80 upgrade through USB

	SPLO-5
	It should be great to propose the last folder


41. [bookmark: _Toc10629712]V0.1.0 – 20 February 2015

First release.
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Please, disconnect the USB cable now. The upgrade is continuing on
I\ your SPs0.

On upgrade completion, check that the upgrade was successful:

- First check that no alarms are reported on the SP80 screen.

| - Then scrollthrough the different SPBO displays until you can read the
version of the currently installed firmware. Check that the version you

read is definitely the one you've just installed.

Othenwise you wil have to resume the entire upgrade sequence.
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f e poradeiz oneing onyour S0 diconnectthe U5 cable

On upgrade completion, check that the upgrade was succesful (No
upgrade alarm on the SP80 screen). Scrollthrough the SP8O0 screen to
check that the new firmware has properly been installed.





